HI-VERIFLOW2

FEATURES

APPLICATION CHART

* Operating pressure: 15-65 PSI

* Nozzle flow rate: 0.30-3.00 GPM

e Double outlets with even flow distribution

* Compatible with automatic rate controllers

flow rates and two outlets with even flow distribution.

VARIABLE RATE NO0ZZLE FOR Y-DROP SIDEDRESS

* The outlets are intended for use with 5/16 or 1/4 OD tubing

The Hi-Veriflow2 (HVF2) features a variable orifice that produces a wide range of

HVF2

Nozzle 30” Spacing
Ptl:szsztlﬁe II:RI:t‘Z US Gallons per Acre (GPA) - Based on Fertilizer
PSI GPM | 4 MPH 6 MPH 8 MPH 10MPH |[12MPH |14 MPH | 16 MPH | 18 MPH
15 0.30 12.6 8.4 6.3 5.0 4.2 3.6 3.2 2.8
20 0.40 16.8 11.2 8.4 6.7 5.6 4.8 4.2 3.7
25 0.70 29.5 19.6 14.7 11.8 9.8 8.4 74 6.5
30 1.40 58.9 39.3 29.5 23.6 19.6 16.8 14.7 13.1
35 1.80 75.7 50.5 37.9 30.3 25.2 21.6 18.9 16.8
40 2.20 92.6 61.7 46.3 37.0 30.9 26.4 231 20.6
45 2.60 109.4 72.9 54.7 43.8 36.5 31.3 27.3 243
50 2.80 117.8 78.5 58.9 471 39.3 33.7 29.5 26.2
55 3.00 126.2 84.2 63.1 50.5 421 36.1 31.6 28.1
60 3.20 134.6 89.8 67.3 53.9 44.9 38.5 33.7 29.9

Ph: (651) 485-2410
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